






FOR SUPERSTRUCTURE FOR CARRIER
- 5-section full power synchronized boom 37.7'~144.4' - Daimler Chrysler OM460LA turbo charged and inter cooled 

(11.5 m~44 m) engine with Constant throttle system and Speed control 
- 32.5'~58.1' (9.9 m~17.7 m) bi-fold lattice jib (tilt type) (Cruise control)

with 3.5o, 25o or 45o pinned offsets and self storing pins. - Engine over-run buzzer
- Boom hoist foot control - Engine RPM limiter
- Boom telescoping foot control - ZF-AS-Tronic 12 AS 2302 mechanical transmission with 
- Boom angle indicator electro-pneumatically actuated dry-type clutch and automatic
- Variable speed main hoist with grooved drum, cable follower gear shifting with 12 forward gears and 2 reverse gears. 

and 797' of 3/4" cable. Power / Economy mode.
- Mirror for main and auxiliary hoists - Air ride front & rear suspension
- Drum rotation indicator (thumper type) main and auxiliary hoist - Front and spare tires 445/65R22.5
- Variable speed auxiliary hoist with grooved drum, cable - Rear tires 315/80R22.5

follower and 436' of 3/4" cable. - Anti-block system(ABS)
- Tadano twin swing system - Towing hooks (Front and rear, Eye type)
- 360o positive swing lock - Carrier mounted storage box
- Anti-Two block device (overwind cutout) - Trailer coupling device
- Tadano electronic load moment indicator system (AML-L) - Air dryer

including - ZF-Servocom, dual circuit hydraulic and mechanical steering
- Control lever lockout function system with emergency steering pump
- Load radius / boom angle / tip height / swing range - Outrigger controls and sight bubble located in superstructure cab

preset function and both side of carrier
- Warning buzzer - Front jack (Fifth jack)
- Boom angle / boom length / jib offset angle / load radius / - Aluminum fenders

rated lifting capacities / actual loads read out - Windshield wiper and washer
- Automatic Speed Reduction and Soft Stop function on - Emergency hammer

boom elevation and/or swing (swing range restricted only). - 3 point type seat belt
- Ratio of actual load moment to rated load moment indication - Sun visor
- Working condition register switch - Tilt telescoping steering wheel
- External warning lamp - 3 way adjustable air-cushioned seat

- Tinted safety glass - Windshield of laminated safety glass
- Front windshield wiper and washer - Side windows of hardened glass
- Roof window wiper and washer - Air pressure gauge
- Electric fan in cab - Tachometer
- Hot water cab heater and air conditioner (Upper cab) - Hourmeter (Operation from the carrier and superstructure)
- Power window (Door of the cab) - Engine temperature indicator
- 3 way adjustable cloth seat with armrests, high back and - Fuel level indicator

seat belt - Gearbox display
- Self centering finger control levers with pilot control - Speedometer
- Cab floor mat - Fog light
- Cigarette lighter - Rear fog light

- 6.2 ton (5.6 metric ton) hook with swivel
- Reversing signal (Buck-up alarm)

- Weighted hook storage compartment
- Adjustment and heating rearview mirror

- Hook block tie down front bumper
- High-beam light

- Hydraulic oil cooler
- Hazard warning system

- Hydraulically controlled counterweight
- Electric horn

- Counterweight position indicator
- Hot water cab heater with defroster

- Hydraulic circuit for boom dolly (Boom elevation and swing)
- Air conditioning

- two boom telescoping modes
- FM/AM CD-Radio

- Control pedals for boom hoist and boom telescoping - Swing brake pressure drop buzzer for dolly
- 3 working lights - Gearbox malfunction buzzer
- Outrigger extension length detector - Air cleaner dust indicator
- Outrigger controls and sight bubble located in superstructure cab - Daytime running lights

and both side of carrier - Non-slip paint
- Auxiliary lifting sheave (single top) stowable - Exhaust pipe extension
- Back cover of left side superstructure - Rotary beacon

- 55ton 5sheave quick reeve hook Block

STANDARD EQUIPMENT

Air and electrical connections at rear bumper for boom dolly-

HOISTING PERFORMANCE
LINE SPEEDS AND PULLS DRUM WIRE ROPE CAPACITIES

F.P.M m/min Lbs. kgf Lbs. kgf Feet Meters Feet Meters
High 378 115 18,200 8,260 15,200 6,880 127.3 38.8 127.3 38.8
High 413 126 16,700 7,570 13,900 6,310 138.8 42.3 266.1 81.1
High 448 136 15,400 6,990 12,800 5,820 150.6 45.9 416.7 127.0
High 482 147 14,300 6,490 11,900 5,410 162.1 49.4 578.7 176.4
High 502 157 13,400 6,060 11,100 5,050 173.6 52.9 752.3 229.3
High 551 168 12,500 5,680 10,400 4,730 185.0 56.4 937.3 285.7
High 585 178 11,800 5,350 9,800 4,460 196.5 59.9 1133.9 345.6

1 Developed by machinery with each layer of wire rope, but not based DRUM DIMENSIONS
on rope strength or other limitation in machinery or equipment. Inch mm

2 Line speeds based only on hook block, not loaded. Root diameter 15-3/4" 400
3 Seventh layer of wire rope is not recommended for hoisting operations. Length 23-9/16" 599
4 Permissible line pull may be affected by wire rope strength. Flange diameter 27-3/8" 695

Layer Speed

Main or auxiliary hoist - 15'-3/4" (0.4m) drum Wire 
rope 
layer

Main and auxiliary drum grooved lagging

Line speeds2 Line pulls 3/4" (19mm) wire rope
Available1 Permissible4 Rope per layer Total wire rope

3rd 3
4th 4

1st 1
2nd 2

7th3 7

5th 5
6th 6
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